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•	 Robust stainless steel fountain, perfect to high-ca-

pacity locations

•	 Plumbed-in directly to the main water supply

•	 Endless filtered water delivered on demand

•	 High-grade filtration system significantly reduces 

chlorine, bad taste, odours and sediments 

•	 Drinking bubbler eliminates the need for cups and is 

fitted with a splash guard for hygiene purposes

•	 Fitted with a flood protection valve – exclusive to Just 

Water

•	 IP33 rating means it’s safe for use outdoors, under 

cover

•	 DrinkSafe® International Service and Sanitisation 

Programme included 

•	 Comes with an auto-return heavy duty faucet

Model options Plumbed-in stainless steel fountain

Function Cold

Recommended for
Food manufacturing, factories, 
packing houses, wet areas

Chilling capacity per hour 35 litres

Water temperature 8 – 12˚C

Colour Stainless steel

Installation

Plumber required to install. Ex-
posed cold water pipes or valve and 
power point needed, as well as 40 
mm waste outlet and 100 mm clear-
ance from wall

Requirements

Exposed Cold Water pipes or valve.
Power Point.
40mm Waste outlet
100mm clearance from wall

IP Rating IP33 for outdoor use under cover

Our inline stainless steel fountain is sleek and easy to maintain, perfect for high water consumption places.

PRODUCT CODE: MK11SS

STAINLESS STEEL FOUNTAIN


